Correlate Acknowledgement 

| jr1446 
Compare to Threshold 



Initiate Warm Start Process 


Fig. 14B 


Analyze Correlated Signal to Gain Present Channel 

Parameters 


-1502 


I 


Compare Present Channel Parameter to Prior 
Channel Parameters (at time of power-down mode) 


•1506 


1510 


1512 


Difference, if any, Beyond 
Warm Start Threshold ? 


Yes 


Initiate Cold 

Start 
Operation 


No 


1516 


Adjust Rx and/or Tx settings to Account for any 
Changes to Channel 


I 


Initiate Warm Start Process 


1520 


Fig. 15 


^-1602 

^1600 

Inactive Time-Out Period 

Monitor 

+ 




Power Down 



{ X 1610 



Enter Wait State 



| ^-1614 



Generate Sequence Signal 



| ^-1618 


, ^-1626 

Transmit Sequence Signal 


Receive Sequence Signal 

| ^-1622 

| ^-1630 

Monitor 


Correlate Signal 




\ j-1634 




Process / Analyze Correlated 
Signal 




| ^-1638 




Adjust System Setting Based on 
Processing / Analysis 




\ j-1642 




Enter Wait State 




| jT1646 




Generate Sequence Signal 


r ^1622 


\ ^-1650 

Receive Signal and Process 


Transmit Sequence Signal 


\ 


| ^1654 


Fig. 16 


Monitor 


